


Press fittings made of stainless steel in dimensions 15 up to 54 mm
especially for solar, cooling, compressed air and heating installations  
as well as for industrial and other applications.

✔  fitting body made of Cr-Ni steel with material no. 1.4301 (AISI 304)  
 according to DIN EN10088

✔  all important product types available

✔  for thin-walled stainless steel pipes according to DIN EN10312-1  
 and DIN EN10312-2

✔  leaking before pressing

✔   pressable with all suitable and system-compliant press tools  
 with system-compliant press contour M

 

The corrosion-resistant 

alternative for  

carbon steel applications 

*the factory-installed o-ring must be replaced, ** not approved for drinking water and gas installations in Germany
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OUR PRODUCT RANGE

coupling
1500

straight male adapter
1501

straight female adapter
1502

bend 90° f/f
1520

bend 90° m/f
1521

bend 45° f/f
1523

bend 45° m/f
1524

male reducer m/f
1503

t-coupling
1510

t-coupling reduction
1511

t-coupling female
1512

PCC PRESS INOX M 304 are according to DVGW guidelines.

**Before using PCC PRESS INOX M 304 for drinking water and gas installations  
the national guidelines must be checked.  
PCC PRESS INOX M 304 has no approval for drinking water and gas installations  
in Germany. 



PCC GmbH
P.O. Box 1509

71305 Waiblingen
Germany

Tel.: +49 (0) 71 51 - 168 85 - 0 
Fax: +49 (0) 71 51 - 168 85 - 99

info@pcc-press.de
www.pcc-press.de

Distribution partner

20
21

 P
C

C
 G

m
bH

, F
L 

IN
O

X
 M

 3
04

 2
02

1-
01

 E
N

G

PCC-PRODUCT

G
ep

rüfte Qualität

checked quality


